
0

ENCLOSURES



ENCLOSURES

EAE Elektroteknik A.fi. reserves all rights to make changes within this document without prior notice.

www.eae-et.com.tr



Modular Floor Standing Enclosures

IP55
Polyurethane Sealing Gasket

Functional Locking System
(Locking at Four Points)

Internal Components
Zinc Coated Sheet Metal

Doors and Outer Panels
Epoxy Polyester Painted
and Zinc Coated Sheet Metal
Standard Color is RAL 7035 Gray

Prefabricated Modular Structure
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 Width 1000-1200 mm
With Overlapping Front Doors

Width 900-1000-1100-1200 mm
With Vertical Divider Profile

Width  400-500-600-700-800 mm

Sizes (mm)

Height

Width

Depth
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Prefabricated Framework

High Mechanical Strength

Easy and Fast Assembly

Outer Panels With Polyurethane Sealing Gasket

Bottom Plates

Mounting Plates, Partial Mounting Plates and Mounting Profiles
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Wide Range of Accessories

Cover Plates

Internal Separation and Partial Front Doors
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Galvanizli Sac ‹ç Yap›

Elemanlar›

IP66
Polyurethane Sealing Gasket

Monoblock Enclosures

Functional Locking System

Doors and Body
Epoxy Polyester Painted
and Zinc Coated Sheet Metal

Stainless Steel Studs on the
Door and Body for Earthing5

Standard Color is RAL 7035 Gray



Wide Range of Mounting Accessories
(Zinc Coated)

Fixing Brackets

Gland Plates

Sizes (mm)
(Height x Width x Depth)
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Console Systems
IP55

Polyurethane Sealing Gasket

Monoblock Console
Monoblock Body

Modular Console
Modular Structure (Consoles can be
bayed side by side for required
combination)

Monitor Type Console
Modular Structure (Consoles can be
bayed by side by side for required
combination)

Functional Locking System

Zinc Coated Internal
Components
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Doors and Outher Panels
Epoxy Polyester Painted
and Zinc Coated Sheet Metal
Standard Color is RAL 7035 Gray



Zinc Coated

Mounting Components

Wide Range of

Mounting Accessories

(Zinc Coated)

Door Stop Kit
(Easy Operation)

Sizes (mm)

Height

Width

Depth
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Height

Width

Depth

Height

Width

Depth



Outdoor Enclosures
Prefabricated Outdoor Enclosures

IP55

Polyurethane Sealing Gasket

Outer Panels can be demounted

from inside for safety

Monoblock Outdoor Enclosures

IP66
Polyurethane Sealing Gasket

Wide Range of Sizes
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Custom Design Outdoor Enclosures for Special Projects
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Stainless Steel Enclosures
Polyurethane Sealing Gasket

Standard 1.4301 (AISI 304) Stainless Steel

Stainless Steel Lock and hinge sets
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Stainless Steel Modular

Floor Standing enclosures

IP55

Stainless Steel Consoles

IP55

Stainless Steel Monoblock Enclosures

IP66
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Stainless Steel Terminal Boxes



Terminal Boxes

Polyurethane Sealing Gasket

Monoblock Body

IP67

Fixing Brackets

High Protection With Special Cover Fixing Kit

(Height x Width x Depth)
Sizes (mm)
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Aluminium Enclosures

Aluminium Modular Floor Standing Enclosures

IP55

Stainless Steel Lock and Hinge Sets

Aluminium Monoblock
Floor Standing Enclosures

IP65

Aluminium Monoblock Enclosures

IP66

Aluminium Terminal Boxes

IP67
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