
COMPLETE METAL HOUSING INDUCTIVE SENSOR LR30-E2 SERIES  
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Feature Description                         Item Code 

 
 All◆ -in-one stainless steel design, Mechanical 

 collision avoidance and corrosion resistance 

 ◆ Surge, short-circuit and reverse polarity protection  

 Housing material : stainless steel◆  

 Protection ◆ degree  : IP67 (IEC) 

 

 
                                                               
 

                                         Mounting  

                                                        SN[mm]    
                                                         Setting distance  

                                                         Housing size[mm] 

                                                        Thread size [mm]  

                                                        Output   

                                         Power supply 

                                                    Standard target  
                                                        Temperature drift [%/Sr]  

                                                         Hysteresis [%/Sr] 

                                                         Repeat accuracy   

                                                         Load current [mA] 

                                                         Residual voltage 

                                                         Consumption current [mA] 

                                                         Protection circuit 

                                                         Indicator 

                                                         Ambient temp. [ ]℃  

                                                         Ambient RH 

                                                         Frequency [Hz] 

                                                         Dielectric strength 

                                                         Insulation resistance 

                                                         Anti-vibration 

                                                         Protection degree  

                                                         Housing material  

                                                         Connection  

 

NPN  NO      LR30XCF10DNOQ-E2      
NPN  NC      LR30XCF10DNCQ-E2 
NO+NC        ------- 
PNP  NO      LR30XCF10DPOQ-E2       
PNP  NC      LR30XCF10DPCQ-E2 
NO+NC        ------- 

Connection diagram Specification

F                

10mm                  

0…8mm             

M30*84 

M30*1.5*53 

NPN/PNP  NO 

10…30V DC 

Fe 30*30*1t           

≤±10% 

1…20% 

≤3% 

≤200mA 

≤2.5VDC 

≤25mA 

Surge, short-circuit, reverse polarity 

Yellow LED 

-25…70℃ 

35-95%RH 

30Hz                   

1000V/AC 50/60Hz 60s 

≥50MΩ(500VDC) 

1.5mm amplitude at 10 to 55Hz for 2hours each in x, y, z D-D

IP67 

Stainless steel  

M12 plug 
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