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Laserové optické snimace

30m 10m 400m™ l
| Zavora Reflexni Difusni
Typ Vystup Zavora Reflexni Difusni
Princip Vysila¢-pfijimac Odraz od zrcatka Odraz od pfedmétu
PNP TLS0001 TLS0003 TLS0005 TLS0007
Konektor M8
NPN TLS0009
Kabelovy - 2 m PNP TLS0002 TLS0004 TLS0006
Potlacené pozadi ne ano
Napajeni 10- 30V DC
Proudova spotfeba 30 mA 20 mA 30 mA
Snimaci vzdalenost 30 m 10 m | 40 cm 10 - 300 mm
Velikost snimaciho bodu 30 mm/30 m 10 mm/8 m | 2 mm/40cm 1,5 mm/300 mm
Zdroj svétla 650 nm (Cervené svétlo)
Kategorie laseru trida 1 tfida 2 trida 1
Kryti IP 67
Indikaéni LED Napajeni: Zelena LED, aktivni vystup: Oranzova LED
Pracovni méd Spinaci/Rozpinaci rezim - volitelné pfepinatem
Nastavovani citlivosti Oto¢nym potenciometrem
Material pouzdra ABS
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Type Thru-beam Polarized Retro- Di ffuse-r efle ctive
reflective
Cable PNP TLS0002 TLS0004 TLS0006
NPN
M8 connector PNP TLS0001 TLS0003 TLS0005
NPN
Supply voltage DC10..30V
Power consumption 30mA max. 20mA max.
Sensing distance 30m eter [Ometer 40cm
Spot size 30mm/30m 10mm/8m 2m m/40cm
Response time 250usec
Light source Laser 650nm (visible light - Red)
Laser class class 1 \ class 2

Ambient temperature

Operation:-10 .. +50°C / Storage: - 25.. +70°C

Shock resistance

50 G (500 m/s?)

Protection category

IP67

Ambient humi dity

Operation: 35..85% / Storage: 35..95%

Operation indication

Laser ON - Green LED; Output ON - Orange LED

Operating mode

Light On / Dark On (selectable switch)

Sensitivity adjustment

Single turn potentiometer

Material housing

ABS

Connection

2m cable / M8-4pins connector




